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Architekt: Prof. Walter Custer BSA/SIA, Zürich
Mitarbeiter: L. Fromer, F. Dinner, R. Hunger-
bühler
Ingenieur: H. Lechner SIA
1970
Photos: 6, 8, 9 Yolande Custer, Zürich; 7 Georg
Stärk
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1 Installationsräume
2 Erholungsraum
3 Dachterrasse
4 Eingang
5 Kundenbetrieb,

Locherraum
6 Kundenbetrieb,

Programmeingabe
7 Kundenraum
8 Kundenberatung
9 Büro

10 Hauswart, Auskunft
11 Operateure
12 Galerie Kunden¬

betrieb
13 Kleiner Computer¬

raum
14 Großer Computer¬

raum
15 Werkstatt Computer¬

firma
16 Kontrollgang

Erdbau
17 Nebeneingang

1-5
Dachgeschoß, Normalgeschoß, Galeriegeschoß,
Eingangsgeschoß und Schnitt des Rechenzentrums

der ETH Zürich

1-5
Etage sous toiture, etage normal, niveau galerie,
niveau d'entree et coupe du Centre de calcul
electronique de l'EPF Zürich

1-5
Top floor, Standard floor, gallery floor, entrance
floor and seetion of the Computer centre of the
Swiss Federal Institute of Technology, Zürich
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A Erholungsraum D Centre de calcul
B Angewandte electronique

Mathematik E Service clients
C Institut für OperaF Service clients.

tions Research locaux abritant les
D Rechenzentrum ordinateurs
E Kundenbetrieb G Installations
F Kundenbetrieb,

Computerräume A Lounge
G Installationen B Applied mathematics

C Institute for
Operation Research

A Salle recreative D Computer centre
B Mathematiques E Customer Operations

appliquees F Customer Operations,
C Institut de recherche Computer rooms

operationnelle G Installations
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1 Locaux d'installation
2 Salle recreative
3 Toit-terrasse
4 Entree
5 Service clients.

local de Perforation
6 Service clients,

entree programmes
7 Local clients
8 Service de consultation

9 Bureau
10 Concierge,

renseignements
11 Operateurs
12 Galerie destinee aux

clients
13 Ordinateurs,

petit local
14 Ordinateur,

grand local
15 Service d'entretien

des ordinateurs
16 Passage de controle
17 Entree laterale
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Lochkartenraum
7

Über den massiven Brüstungsbändern ist ein
Band aus vorgehängtem Sonnenschutzglas in
Aluminiumrahmen
8,9
Im Erdgeschoß befindet sich der Computerraum
mit Besuchergalerie

Salle de Perforation
1

Devant les alleges massives des fenetres est
suspendue une bande-rideau de verre antisolaire
montee dans un cadre en aluminium
8,9
Au rez-de-chaussee se trouve la salle abritant
les ordinateurs, avec galerie pour visiteurs

Punch-card room
7

Above the solid parapet Strips there is a curtain-
wall-suspended glass sunbreak framed in aluminium

8,9
On the ground floor is the Computer room with
visitors' gallery

1 Technical installa10 Caretaker, infortions

room mation
2 Lounge 11 Operators
3 Roof terrace 12 Gallery, customer
4 Entrance Operations
5 Customer Operations, 13 Small Computer room

punch room 14 Large Computer room
6 Customer Operations, 15 Workshop of

ComProgramming puter firm
7 Customers 16 Inspection corridor.
8 Customer consultation basement
9 Office 17 Side entrance
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